Tools you need. 
DIron (ZOW) 


@DTweezers 


@SSolder wire 
Wire cutters 


BMultimeter 


FrBealiktaus 


DCheck part values & quantities against part list 
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@)Always meter resistor values before soldering 
Understand all part polarities and orientations 
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1Front machining; 

g Bend the pin of the transformer 90 degrees 

Pay attention to de rection ofthe bending 

eFrom the transformer shell where 5mm cut excess copper wire 

gUse aknife togen haas he paint about Smm of the enameled wire 
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2 Processing triode 
Bend the triode as 90 degrees 
(Note the polarity direction) 
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3. Instal ldiode: 


Install IN4007 to D1 


). Install aen mj | 
with a screw 
Be careful not to weld now The back is locked with a nut 


6. FixthetriodeonthePCB 7. Finally, weld the triode. 


4 Install resistance. 
Install 33R/1W to RI 
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11. OInstall the trans former to the T1 
Be careful not to weld now. 
@OSecure the trans former to the PCB with a harness 
Then weld.Notice that the direction of the 
trans former cannot be reve rsed 


Two of the translucent top of the line 


8. Install starting switch: 
Contact switch to Sw1 


12. Check the integrity of the component welds 
To connect the power 
Notice : The use of direct current 3-5V3A 


bending distance is about 5mm 
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